FLUORESCENT & METAL HALIDE

CHVODDE

Olympus EL

- Recessed downlight for compact fluorescent lamps TC-DEL, horizontal lamp position.
- Reflector housing made of die-cast aluminium powder coated.
- Built-in metal galvanized ballast box.
- Super-pure aluminium reflector.
- Integrated electronic control gear on-off, dimmable and emergency versions available.
- Accessories: safety glass(not suitable for 1034EL).
For ceiling thickness from 6mm to 25mm.

CODE 1002EL 1084EL 1086EL 1086EL DIM 1086EL EM

Frequency (Hz) 50/60 50/60 50/60 50/60 50/60

Main Voltage (v) 220-240 220-240 220-240 220-240 220-240

Lamp Power (w) 2x13 2x18 2x26 2x26 2x26

Dimensions DxH (mm) 215x 148 215x 148 215x 148 215x 148 215x 148

Cut Out @ (mm) 190 190 190 190 190

CODE 1006EL  1006EL DIM 1006ELEM  1033EL 1034EL 1031EL  1032EL
Frequency (Hz) 50/60 50/60 50/60 50/60 50/60 50/60 50/60
Main Voltage (v) 220-240 220-240 220-240 220-240 220-240 220-240 220-240
Lamp Power (w) 2x26 2x26 2x26 2x32 2x42 1x32 1x42
Dimensions DxH (mm) 284 x 148 284 x 148 284 x 148 284 x 148 284 x 148 284 x 148 284 x 148
Cut Out @ (mm) 260 260 260 260 260 260 260
(CODE ACCESSORIES Dimensions (mm)

0012.20 Clear 227

0012.30 Frosted 227

0010.20 Clear 156

0010.30 Frosted 156

FOR ACCESSORIES DETAILS SEE PAGE 156






