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LED Tape

- High efficiency flexible LED tape.

- Easy integration - installation with various aluminium profiles (MICROLINE).

- Available in extra warm white (2700K), warm white(3000K) and cold white (4000K).

- Dimmable (depending on driver) via phase cut, 1-10V, Dali. Suitable for Constant Voltage 24V drivers.
- Max run length 5000mm.

- Product Warranty 5 years or 50.000h.

- ONE BIN ONLY, 3-STEP MacAdam (No colour diference between LED's).

- LED driver to be ordered separately.

- IP versions upon request
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:f 7820G 39378 2700 24Vdc 4,8 60 500 >90 20 100 5000 8 SMD
-l 7820G 39381 2700 24Vdc 4,8 60 500 >90 67 100 5000 12 SMD
<@ 7820G 39471 3000 24Vdc 4,8 60 500 >90 20 100 5000 8 SMD
(L 7820G 39393 3000 24Vdc 4,8 60 500 >90 67 100 5000 12 SMD
7820G 39478 4000 24Vdc 4,8 60 500 >90 20 100 5000 8 SMD
C% 7820G 39486 4000 24Vdc 4,8 60 500 >90 67 100 5000 12 SMD
7825G 39380 3000 24Vdc 7,2 30 750 >80 20 200 5000 10 SMD
- 7825G 39384 3000 24Vdc 7,2 30 750 >80 67 200 5000 14 SMD
o 7830G 39482 2700 24Vdc 14,4 60 1382 >90 20 100 5000 10 SMD
o 7830G 39483 2700 24Vdc 14,4 60 1382 >90 67 100 5000 14 SMD
= 7830G 39472 3000 24Vdc 14,4 60 1382 >90 20 100 5000 10 SMD
o 7830G 55293 3000 24Vdc 14,4 60 1382 >90 67 100 5000 14 SMD
2 7830G 39479 4000 24Vdc 14,4 60 1382 >90 20 100 5000 10 SMD
2 7830G - 4000 24Vdc 144 60 1382 >90 67 100 5000 14 SMD
3 7845G 55613 2700 24Vdc 10 420 700 >90 20 50 5000 8 COB
7845G 54872 2700 24Vdc 10 420 700 >90 67 50 5000 12 COB
7845G 55613 3000 24Vdc 10 420 800 >90 20 50 5000 8 COB
7845G 54871 3000 24Vdc 10 420 800 >90 67 50 5000 12 COB
CODE SKU POWER (W) Vin V4 Vout IP Dimensions (mm)

89020 24782 20 220-240 50-60 12 67 20x30x160

89030 37963 30 220-240 50-60 24 67 20x30x190

89060 52589 60 220-240 50-60 24 20 35x80x110

89100 52587 100 220-240 50-60 24 67 25x40x220

89150 52588 150 220-240 50-60 24 20 40x100x160

89240 24822 240 220-240 50-60 24 20 50x115x200

162



